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is used, the owner or operator shall
maintain at the source daily records of
the gas temperature, both upstream
and downstream of the incinerator cat-
alyst bed. Where compliance is
achieved through the use of a solvent
recovery system, the owner or operator
shall maintain at the source daily
records of the amount of solvent recov-
ered by the system for each affected fa-
cility.

(e) The requirements of this section
remain in force until and unless EPA,
in delegating enforcement authority to
a State under section 111(c) of the Act,
approves reporting requirements or an
alternative means of compliance sur-
veillance adopted by such State. In
that event, affected facilities within
the State will be relieved of the obliga-
tion to comply with this subsection,
provided that they comply with the re-
quirements established by the State.

[47 FR 49612, Nov. 1, 1982, as amended at 55
FR 51384, Dec. 13, 1990]

§ 60.496 Test methods and procedures.

(a) The reference methods in appen-
dix A to this part, except as provided in
§ 60.8, shall be used to conduct perform-
ance tests.

(1) Reference Method 24, an equiva-
lent or alternative method approved by
the Administrator, or manufacturers
formulation for data from which the
VOC content of the coatings used for
each affected facility can be cal-
culated. In the event of dispute, Ref-
erence Method 24 shall be the referee
method. When VOC content of water-
borne coatings, determined from data
generated by Reference Method 24, is
used to determine compliance of af-
fected facilities, the results of the
Method 24 analysis shall be adjusted as
described in section 4.4 of Method 24.

(2) Reference Method 25 or an equiva-
lent or alternative method for the de-
termination of the VOC concentration
in the effluent gas entering and leaving
the control device for each stack
equipped with an emission control de-
vice. The owner or operator shall no-
tify the Administrator 30 days in ad-
vance of any State test using Reference
Method 25. The following reference
methods are to be used in conjunction
with Reference Method 25:

(i) Method 1 for sample and velocity
traverses,

(ii) Method 2 for velocity and volu-
metric flow rate,

(iii) Method 3 for gas analysis, and
(iv) Method 4 for stack gas moisture.
(b) For Reference Method 24, the

coating sample must be a 1-litre sam-
ple collected in a 1-litre container at a
point where the sample will be rep-
resentative of the coating material.

(c) For Reference Method 25, the sam-
pling time for each of three runs must
be at least 1 hour. The minimum sam-
ple volume must be 0.003 dscm except
that shorter sampling times or smaller
volumes, when necessitated by process
variables or other factors, may be ap-
proved by the Administrator. The Ad-
ministrator will approve the sampling
of representative stacks on a case-by-
case basis if the owner or operator can
demonstrate to the satisfaction of the
Administrator that the testing of rep-
resentative stacks would yield results
comparable to those that would be ob-
tained by testing all stacks.

Subpart XX—Standards of Per-
formance for Bulk Gasoline
Terminals

SOURCE: 48 FR 37590, Aug. 18, 1983, unless
otherwise noted.

§ 60.500 Applicability and designation
of affected facility.

(a) The affected facility to which the
provisions of this subpart apply is the
total of all the loading racks at a bulk
gasoline terminal which deliver liquid
product into gasoline tank trucks.

(b) Each facility under paragraph (a)
of this section, the construction or
modification of which is commenced
after December 17, 1980, is subject to
the provisions of this subpart.

(c) For purposes of this subpart, any
replacement of components of an exist-
ing facility, described in paragraph (a)
of this section, commenced before Au-
gust 18, 1983 in order to comply with
any emission standard adopted by a
State or political subdivision thereof
will not be considered a reconstruction
under the provisions of 40 CFR 60.15.

NOTE: The intent of these standards is to
minimize the emissions of VOC through the
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